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‘ 6.50 REV DESCRIPTION DATE ECN CHANGE
5.50 X—0 NEW RELEASE 2019.09.04| N/A YUX
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‘ RECOMMAND PCBA SC:2:1
8.25 TOLERANCE:+0.05MM
g
O NOTE:
1213 7 b 1.MATERIAL:
o : # < 550 1.1 INSULATOR: HIGH TEMPERATURE PLASTIC UL 94 V—0; COLOR:BLACK
g 11.00 5|~ ® 1.2 CONTACT: COPPER ALLOY,T=0.20mm.
N 8.16 SN S 16X 0.20 1.3 LATCH: STAINLESS STEEL,T=0.40
© 3 j | 1.4 SHELL: STAINLESS STEEL,T=0.15mm.
2.PLATING
THTT =4 I | —— 2.1 TERMINAL CONTACT: GOLD PLATING ON CONTACT AREAR,
N MATTE TIN PLATING ON SOLDER TAILS, NICKEL PLATED OVERALL.
2.2 SHELL: NICKEL PLATED OVERALL.
2.3 EMC SPRING:CLEAN
1.50 1.50 0.50 3.ELECTRICAL CHARACTERISTICS;
5.50 3.1 CONTACT RESISTANCE: 40mQ Max FOR INITIAL. 10mQ
CHANGE AFTER TEST. MEASURE AT 20mV, 100maA.
3.2 CONTACT CURRENT RATING: 5A FOR Vaus PIN; 1.25A FOR Vconn PIN.
3.3 DIELECTRIC WITHSTANDING VOLTAGE: 100V AC R.M.S. 0.5mA 0.01S
— — — 3.4 INSULATION RESISTANCE 100MQ Min
‘ M0 nnonnn o 3.5 OPERATING TEMPERATURE: —40°C ~ 85°C
i ' 4 MECHANICAL CHARACTERISTICS:
| | 4.1 MATING FORCE: 5~20 N.
— — 4.2 UNMATED FORCE: 8~20N INITIAL , 6~20N AFTER TEST
4.3 DURABILITY: 10,000 CYCLES
M
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29103G00321 LCP,Black,shell Nickel Plated,3U/Matte tin
' ‘ 29103G00318 LCP,White,shell Nickel Plated,3U/Matte tin
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o | 240 CZT DONGGUAN ZHENGDE (YTHUA) CONNECTOR CO., LTD
: ‘ 8.50 ‘ :
WITH CAP I
X £0.25 XDE2° JUNIT:| mm | DR: )
A12| A11 ] A10| A9 A7 | A6 | A5 A4 | A3 A2 A1l {X£0.20 X T 3RD: @6 DE: TITLE:| USB TYPE C 16Pin PLUG Connector
GND Vbus|SBU1| DN | DP | CC1 |Vbus GND| RS . :
GND Vbusl CC2 | DP | DN 1SBUZ IVbus GNDL®*E0-05 xxx  |SCALE] 1:1  |CHKD: SHEET:|  1/1 P/N: SEE table
B B2 B3 | B4 B5| B6 | B7 | B8 B9 |B10 | B11 |B12 CUSTOMER  |REV:| X-0 |APPD: D/N: 1640-0224 M/N:
1 [ 2 [ 3 [ 4 [ 5




