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REV | DESCRIPTION | DATE ECN CHANGE

X—=0| Initial Versions |2020.09.11| —m——— Robinhe

X—=1 | Updatw Drawing|2020.09.11] ———— Rex

AZ{TEHA: 2021/05/31

MATERIALS(}E)AND PLATING( th4%)
—_ - ¢ TERMINALS MATERIAL: H65—EH
e 4
> = 2214:&13’ PLATING: 40~120u” TIN PLATED OVER ALL;
3—1.2+0:00 @ 50~90u” NICKEL UNDERPLATED OVERALL;
220 + HOUSING: PAST BLACK UL94V—0;

ELECTRICAL PERFORMANCE( < Hf)
+ CURRENT RATING: 4A

+ DIELECTRIC WITHSTANDING VOLTAGE: 500V AC.,TEST TIME:1 Min.
@ 2.6 2.9 + CONTACT RESISTANGE: 20mQ MAX.
ENVIRONMENTAL PERFORMANCE (33t it
A) + OPERATING TEMPERATURE :—40'C TO +95°C

brs0] —
@ @\' + STORAGE LIFE: 6 MONTHS MAX.
— 0.08 + SALT SPRAY TEST: 24H
O
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B S T MECHANICAL PERFORMANCE (WLt i)
+ CONTACT RETENTION FORCE: 40N Min.
‘ ‘ + THE PEAK OF TEMPERATURE ON SOLDERING: THT 260+5°C 10S
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| _ " — CZT "DONGGUAN ZHENGDE (YIHUA) CONNECTOR CO., LTD
o ~ . 0~3 : £0.15  |UNIT: DR: | REX
== <‘w Q.ref. [T >3~6 1 $0.20 i TITLE: 215AC connector 3Pin
@ DETAIL A Cems0 - 2030 |SRD:[ @& |DE: | LINYUE
SCALE 81 >30~120 : +0.50 [SCALE] 1:1 [(CHKD:| WP  |SHEET: 1/1 P/N: 29125000004
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